
Mark Allman
GTE Technology Corporation, Cleveland, Ohio

Shawn Ostermann
Ohio University, Athens, Ohio

FTP Extensions for Variable
Protocol Specification

NASA/CR—2000-209414

February 2000



The NASA STI Program Office . . . in Profile

Since its founding, NASA has been dedicated to
the advancement of aeronautics and space
science. The NASA Scientific and Technical
Information (STI) Program Office plays a key part
in helping NASA maintain this important role.

The NASA STI Program Office is operated by
Langley Research Center, the Lead Center for
NASA’s scientific and technical information. The
NASA STI Program Office provides access to the
NASA STI Database, the largest collection of
aeronautical and space science STI in the world.
The Program Office is also NASA’s institutional
mechanism for disseminating the results of its
research and development activities. These results
are published by NASA in the NASA STI Report
Series, which includes the following report types:

• TECHNICAL PUBLICATION. Reports of
completed research or a major significant
phase of research that present the results of
NASA programs and include extensive data
or theoretical analysis. Includes compilations
of significant scientific and technical data and
information deemed to be of continuing
reference value. NASA’s counterpart of peer-
reviewed formal professional papers but
has less stringent limitations on manuscript
length and extent of graphic presentations.

• TECHNICAL MEMORANDUM. Scientific
and technical findings that are preliminary or
of specialized interest, e.g., quick release
reports, working papers, and bibliographies
that contain minimal annotation. Does not
contain extensive analysis.

• CONTRACTOR REPORT. Scientific and
technical findings by NASA-sponsored
contractors and grantees.

• CONFERENCE PUBLICATION. Collected
papers from scientific and technical
conferences, symposia, seminars, or other
meetings sponsored or cosponsored by
NASA.

• SPECIAL PUBLICATION. Scientific,
technical, or historical information from
NASA programs, projects, and missions,
often concerned with subjects having
substantial public interest.

• TECHNICAL TRANSLATION. English-
language translations of foreign scientific
and technical material pertinent to NASA’s
mission.

Specialized services that complement the STI
Program Office’s diverse offerings include
creating custom thesauri, building customized
data bases, organizing and publishing research
results . . . even providing videos.

For more information about the NASA STI
Program Office, see the following:

• Access the NASA STI Program Home Page
at http://www.sti.nasa.gov

• E-mail your question via the Internet to
help@sti.nasa.gov

• Fax your question to the NASA Access
Help Desk at (301) 621-0134

• Telephone the NASA Access Help Desk at
(301) 621-0390

• Write to:
           NASA Access Help Desk
           NASA Center for AeroSpace Information
           7121 Standard Drive
           Hanover, MD 21076



NASA/CR—2000-209414

February 2000

National Aeronautics and
Space Administration

Glenn Research Center

Prepared under Contract NAS3–99175

Mark Allman
GTE Technology Organization, Cleveland, Ohio

Shawn Ostermann
Ohio University, Athens, Ohio

FTP Extensions for Variable
Protocol Specification



Acknowledgments

We gratefully acknowledge the assistance and advice of Craig Metz, as well as many of the members
of the IETF’s FTP Extensions working group in the preparation of the both the original version of

this document and this extended version.

Available from

NASA Center for Aerospace Information
7121 Standard Drive
Hanover, MD 21076
Price Code: A03

National Technical Information Service
5285 Port Royal Road
Springfield, VA 22100

Price Code: A03



FTP Extensions for Variable Protocol Speci�cation�

Mark Allman
NASA Glenn Research Center/BBN Technologies

mallman@grc.nasa.gov

Shawn Ostermann
Ohio University School of Electrical Engineering and Computer Science

ostermann@cs.ohiou.edu

Abstract

The speci�cation for the File Transfer Protocol (FTP) assumes that the underlying network
protocols use a 32-bit network address and a 16-bit transport address (speci�cally IP version 4
and TCP). With the deployment of version 6 of the Internet Protocol, network addresses will no
longer be 32-bits. This paper speci�es extensions to FTP that will allow the protocol to work
over a variety of network and transport protocols.

1 Introduction

The keywords, such as MUST and SHOULD, found in this document are used as de�ned in
RFC 2119 [Bra97].

The File Transfer Protocol (FTP) de�ned in RFC 959 [PR85] only provides the ability to open
data connections on networks using the TCP/IPv4 protocol suite [Com95]; it assumes network
addresses will be 32 bits in length and the transport address (TCP port number) will be 16 bits
long. Changes to FTP to support di�erent network and transport protocols will be needed as
new protocols are deployed (most notably, IPv6 [DH96]). RFC 1639 [Pis94] speci�es extensions to
FTP to enable its use over various network protocols. While RFC 1639 allows for variable length
transport addresses, it provides no mechanism to choose which transport protocol will be used.
The transport protocol is assumed to be based on the network protocol chosen. This document
provides a speci�cation that makes no assumptions regarding the underlying network and transport
protocols. In this speci�cation, the FTP commands PORT and PASV, de�ned in RFC 959, are
replaced with XPRT and XPSV, respectively.

This report is organized as follows. Section 2 discusses the syntax of the XPRT command.
Section 3 provides the syntax for the XPSV command. Section 4 provides some implementation
suggestions. Section 5 discusses the implication of using these extensions in the presence of Network
Address Translators (NATs). Section 6 gives a brief discussion of the security impacts these changes
may have on the Internet. Finally, Section 7 gives conclusions.

�This is an extended version of RFC 2428 [AOM98] that contains material that was not standardized by the IETF.
This report is not consistent with [AOM98]. This report should be taken as a historic document published in the
hope that the additional extensions speci�ed in this report will be helpful to the standards process at some point in
the future.
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2 The XPRT Command

The XPRT command allows for the speci�cation of an extended address for the data connection.
The extended address MUST consist of the network and transport protocols as well as the network
and transport addresses. The format of the XPRT command is:

XPRT<space><d><net-prt><d><trans-prt><d><net-addr><d><trans-addr><d>

The XPRT command keyword MUST be followed by a single space (ASCII 32). Following the
space, a delimiter character (<d>) must be speci�ed. The delimiter character MUST be one of the
ASCII characters in the range 33-126 inclusive. In choosing a delimiter, one must be careful not to
choose a character that appears in the network or transport layer addresses, such as the \." (see
below for address formats). The character \|" (ASCII 124) is suggested as the delimiter unless it
coincides with a character needed to encode the network or transport address.

The <net-prt> and <trans-prt> arguments MUST be upper-case strings indicating the pro-
tocol to be used (and, implicitly, the address length). This document de�nes keywords for the
network and transport protocols given in Tables 1 and 2. Keywords for additional protocols will
be speci�ed as needed. Note that this document does not specify that the protocol keywords be
taken from o�cial IANA documents, as speci�ed in RFC 2428 [AOM98]; this allows the XPRT/XPSV
commands to be used with network and/or transport protocols which are not Internet standards.

Keyword Protocol

IP4 Internet Protocol, Version 4 [Pos81a]
IP6 Internet Protocol, Version 6 [DH96]

Table 1: Network Protocol Tags

Keyword Protocol

TCP Transmission Control Protocol [Pos81b]
RDP Reliable Data Protocol [PH90]

Table 2: Transport Protocol Tags

The <net-addr> and <trans-addr> are protocol speci�c string representations of the respective
addresses. For each of the keywords given in Tables 1 and 2, addresses MUST be in the format
given in Tables 3 and 4. This address format (which is the same format as used for the EPRT/EPSV
commands in RFC 2428, but di�erent from PORT/PASV in RFC 959 [PR85]) has implications for
NATs [SH99], as discussed in Section 5.

Keyword Address Format Example

IP4 dotted decimal 132.235.1.2
IP6 IPv6 string representations de�ned in [HD96] 1080::8:800:200C:417A

Table 3: Network Protocol Format

Keyword Address Format Example

TCP string representation of decimal port number 6446
RDP string representation of decimal port number 3684

Table 4: Transport Protocol Format
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The <net-prt>, <trans-prt> and <net-addr> �elds are optional. If left blank, their default
values are as given in Table 5.

The following are sample XPRT commands:

XPRT |IP4|TCP|132.235.1.2|6275|

XPRT ||RDP||5282|

The �rst command speci�es that the server should use IPv4/TCP to open a data connection to
the host \132.235.1.2" on port 6275. The second command speci�es that the server should use
the network protocol and network address used by the control connection to open an RDP data
connection on port 5282.

Upon receipt of a valid XPRT command, the server MUST return a code of 200 (Command
OK). The standard negative error codes 500 and 501 [PR85] are su�cient to handle most errors
(e.g., syntax errors) involving the XPRT command. However, two additional error codes are needed.
The response code 522 indicates that the server does not support the requested network protocol.
Likewise, the response code 523 indicates that the server does not support the requested transport
protocol. The interpretation of these error codes is given in Table 6.

The text portion of the error response MUST indicate which protocol(s) the server does support.
If the network protocol is unsupported, the format of the response string MUST be:

<text stating that the network protocol is unsupported> (prot1,prot2,...,protn)

In this document, any text enclosed within \<>" is informational text that can be written in
any language but MUST NOT include parenthesis. In the above case, the text SHOULD indicate
that the network protocol in the XPRT command is not supported by the server. Two example
response strings follow:

Supported network protocols (IP6)

Supported network protocols (IP4,IP6)

Similarly, if the transport protocol is not supported, the format of the response string MUST be:

<text stating that the transport protocol is unsupported> (prot1,prot2,...,protn)

where the protocols are identi�ed by the keywords listed above for the XPRT command. In the case
when both the network and transport protocols speci�ed in the XPRT command are unsupported,
the error reported MUST be 522 (unsupported network protocol).

Field Default Value If Omitted

<net-prt> Network protocol of the control connection
<trans-prt> Transport protocol of the control connection
<net-addr> Network address of the control connection

Table 5: Default Values

3 The XPSV Command

The XPSV command, like the original PASV command, requests that a server listen on a data port
and wait for a connection. The XPSV command takes an optional argument. The response to
this command includes all information needed to setup a connection using the XPRT command.
The response code for entering passive mode using an extended address MUST be 229. The
interpretation of this code, according to [PR85] is given in Table 7.
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Error Code Explanation

5yz Negative Completion
x2z Connections
xy2 Extended Port Failure - unknown network protocol
xy3 Extended Port Failure - unknown transport protocol

Table 6: XPRT Error Codes

Error Code Explanation

2yz Positive Completion
x2z Connections
xy9 Extended Passive Mode Entered

Table 7: XPSV Error Codes

The text returned in response to a valid XPSV command MUST be:

<text indicating server is entering extended passive mode> \

(<d><net-prt><d><trans-prt><d><net-addr><d><trans-addr><d>)

The portion of the string enclosed in parentheses MUST be the exact string needed by the XPRT

command to open the data connection, as speci�ed above. As with the XPRT command, the �rst
three �elds in the XPSV response are optional. Similar to the XPRT commands, when left blank, these
�elds default to the values used for the control connection. An example response string follows:

Entering Extended Passive Mode (|IP4|TCP|132.235.1.2|6446|)

The standard negative error codes 500 and 501 are su�cient to handle all errors involving the XPSV
command (e.g., syntax errors).

When the XPSV command is issued with no argument, the server will choose the network and
transport protocols for the data connection. However, since it is possible for the server to return
an unsupported protocol in the XPSV response, the client needs to be able to request a speci�c
network/transport protocol pair. If the server returns a protocol pair that the client does not
support, the client will not be able to open a data connection to the server. In this situation,
the client MUST issue an ABOR (abort) command to allow the server to close down the listening
connection. The client can then send an XPSV command requesting the use of a speci�c network
and transport protocol pair, as follows:

XPSV<space><d><net-prt><d><trans-prt><d>

Either the net-prt or the trans-prt �eld may be omitted, as with the XPRT command, in which
case they take on the same values as the control connection (see Table 5). If the requested protocol
pair is supported by the server, it SHOULD use the protocol. If not, the server MUST return
error message 522 or 523, as outlined in Section 2. The client may issue either form of the XPSV

command at any time. In other words, the version without arguments need not be issued before
the version with arguments. Finally, the XPSV command can be used with the argument \ALL"
to inform Network Address Translators that the XPRT command (as well as other data commands)
will no longer be used. An example of this command follows:

XPSV<space>ALL

Upon receipt of an XPSV ALL command, the server MUST reject all data connection setup
commands other than XPSV (i.e., XPRT, EPRT, PORT, PASV, et al.). This use of the XPSV command is
further explained in Section 4.
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4 Recommended Usage

To aid in transition from IPv4 to IPv6 it is RECOMMENDED that the network address be omitted
from the XPRT command and the XPSV response whenever possible. This will allow the end hosts
to utilize standard IPv6 mechanisms to communicate (such as network address translators), rather
than forcing FTP to negotiate the network protocol.

For all FTP transfers where the control and data connection(s) are being established between
the same two machines, the XPSV command SHOULD be used. Using the XPSV command bene�ts
performance of transfers that traverse �rewalls or Network Address Translators (NATs). RFC 1579
[Bel94] recommends using the passive command when behind �rewalls since �rewalls do not gen-
erally allow incoming connections (which are required when using the PORT (XPRT) command). In
addition, using XPSV as de�ned in this document does not require NATs to change the network
address in the tra�c as it is forwarded. The NAT may have to change the address if the XPRT

command were used. Finally, if the client issues an \XPSV ALL" command, NATs may be able to
put the connection on a \fast path" through the translator, as the XPRT command will never be
used and therefore, translation of the data portion of the segments will never be needed. When
a client only expects to do two-way FTP transfers, it SHOULD issue this command as soon as
possible. If a client later �nds that it must do a three-way FTP transfer after issuing an XPSV ALL

command, a new FTP session MUST be started.

5 NAT Implications

The use of Network Address Translators (NATs) is becoming more common on the Internet. NATs
are often used in situations in which local machines do not have globally-unique IP addresses. They
can also be used on small internets to allow multiple computers to appear to the outside world to
have a single IP address, which is a common scenario for home use when several machines connect
to the outside world over a modem connected to an Internet Service Provider that only provides a
single IP address. NATs can also be useful if the IP address pre�x of a site needs to be changed,
but not all of the local hosts have been converted. In all of these situations, NATs perform a
translation between IP addresses for incoming and outgoing packets.

A NAT must be prepared to watch for embedded IP addresses in the FTP control stream
and modify them according to its policy. In the worst case, the new IP address would require
a di�erent number of bytes for encoding (consider translating between IP address 1.2.3.4 and
address 132.235.212.117), which would require the NAT to alter the TCP sequence numbers and
acknowledgment numbers for all future TCP segments on the control connection. In an even
worse scenario, a longer IP address could force a TCP segment to require fragmentation in the
NAT, although the relatively large MTUs of modern networks and the small average case of TCP
segments on an FTP control connection would make this an unlikely event.

When the recommendations in Section 4 are followed, FTP can be used very e�ciently with
NATs. The recommended exchange is shown (for an exchange using only TCP over IP) in Figure 1.
Notice that network addresses never need to be sent across the control connection, so a NAT never
needs to translate the contents of the control data stream. In addition, because the client sent XPSV
ALL, most NATs would not even need to monitor the control stream. Note, however, that some
NATs may also need to modify the transport addresses used in FTP; these types of NATs would
still need to be prepared to handle the worst-case scenarios discussed above.
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Client Server

establish control connection
send XPSV ALL

send XPSV |||

reply XPRT ||||3456|

client connects to port 3456
server sends �le

send XPSV |||

reply XPRT ||||3457|

client connects to port 3457
server sends �le

Figure 1: Example NAT-friendly FTP Exchange of Two Files

6 Security Issues

These FTP extensions increase the scope of the FTP \bounce attack" by making it possible for
connections to be made using a transport protocol other than TCP. See [AO99] for a more general
discussion of FTP security issues and techniques to reduce these security problems.

7 Conclusions

The extensions speci�ed in this paper will enable FTP to operate over a variety of network and
transport protocols.

6NASA/CR       2000-209414



References

[AO99] Mark Allman and Shawn Ostermann. FTP Security Considerations, May 1999. RFC
2577.

[AOM98] Mark Allman, Shawn Ostermann, and Craig Metz. FTP Extensions for IPv6 and NATs,
September 1998. RFC 2428.

[Bel94] S. Bellovin. Firewall-Friendly FTP, February 1994. RFC 1579.

[Bra97] Scott Bradner. Key Words for Use in RFCs to Indicate Requirement Levels, March 1997.
RFC 2119.

[Com95] Douglas E. Comer. Internetworking with TCP/IP, Volume I, Principles, Protocols, and
Architecture. Prentice Hall, 3rd edition, 1995.

[DH96] Steve Deering and Robert Hinden. Internet Protocol, Version 6 (IPv6) Speci�cation,
January 1996. RFC 1883.

[HD96] Robert Hinden and Steve Deering. IP Version 6 Addressing Architecture, January 1996.
RFC 1884.

[PH90] Craig Partridge and Robert Hinden. Version 2 of the Reliable Data Protocol (RDP),
April 1990. RFC 1151.

[Pis94] D. Piscitello. FTP Operation Over Big Address Records (FOOBAR), June 1994. RFC
1639.

[Pos81a] Jon Postel. Internet Protocol, September 1981. RFC 791.

[Pos81b] Jon Postel. Transmission Control Protocol, September 1981. RFC 793.

[PR85] Jon Postel and Joyce Reynolds. File Tranfer Protocol (FTP), October 1985. RFC 959.

[SH99] Pyda Srisuresh and Matt Holdrege. IP Network Address Translator (NAT) Terminology
and Considerations, August 1999. RFC 2663.

7NASA/CR       2000-209414



This publication is available from the NASA Center for AeroSpace Information, (301) 621–0390.

REPORT DOCUMENTATION PAGE

2. REPORT DATE

19. SECURITY CLASSIFICATION
 OF ABSTRACT

18. SECURITY CLASSIFICATION
 OF THIS PAGE

Public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information.  Send comments regarding this burden estimate or any other aspect of this
collection of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA  22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188), Washington, DC  20503.

NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89)
Prescribed by ANSI Std. Z39-18
298-102

Form Approved

OMB No. 0704-0188

12b. DISTRIBUTION CODE

8. PERFORMING ORGANIZATION
 REPORT NUMBER

5. FUNDING NUMBERS

3. REPORT TYPE AND DATES COVERED

4. TITLE AND SUBTITLE

6. AUTHOR(S)

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES)

11. SUPPLEMENTARY NOTES

12a. DISTRIBUTION/AVAILABILITY STATEMENT

13. ABSTRACT (Maximum 200 words)

14. SUBJECT TERMS

17. SECURITY CLASSIFICATION
 OF REPORT

16. PRICE CODE

15. NUMBER OF PAGES

20. LIMITATION OF ABSTRACT

Unclassified Unclassified

Final Contractor Report

Unclassified

1. AGENCY USE ONLY (Leave blank)

10. SPONSORING/MONITORING
 AGENCY REPORT NUMBER

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES)

National Aeronautics and Space Administration
John H. Glenn Research Center at Lewis Field
Cleveland, Ohio  44135–3191

Feburary 2000

NASA CR—2000-209414

E–12027

13

A03

FTP Extensions for Variable Protocol Specification

Mark Allman and Shawn Ostermann

Internetworking; File transfer protocol; IPv6

WU–632–50–5A–00
NAS3–99175

GTE Technology Organization
21000 Brookpark Rd.
Cleveland, Ohio 44135

Unclassified -Unlimited
Subject Categories: 17, 61, and 62 Distribution:   Nonstandard

Mark Allman, GTE Technology Organization, 21000 Brookpark Rd., Cleveland, Ohio 44135, and Shawn Ostermann,
Ohio University School of Electrical Engineering and Computer Science, Athens, Ohio 45701. Project Manager,
William Ivancic, Communications Technology Division, NASA Glenn Research Center, organization code 5610,
(216) 433–3494.

The specification for the File Transfer Protocol (FTP) assumes that the underlying network protocols use a 32-bit
network address and a 16-bit transport address (specifically IP version 4 and TCP). With the deployment of version 6 of
the Internet Protocol, network addresses will no longer be 32-bits. This paper species extensions to FTP that will allow
the protocol to work over a variety of network and transport protocols.


